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(57) ABSTRACT

A semiconductor laser device can include an insulating single
crystal SiC having a first surface, a second surface, and
micropipes having openings in the first surface and the second
surface. A conductive base can be provided on a side of the
first surface of the single crystal SiC, and a semiconductor
laser element can be provided on a side of the second surface
of'the single crystal SiC. An insulating member can be formed
in the micropipes.

9 Claims, 3 Drawing Sheets
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1
SEMICONDUCTOR LASER DEVICE AND
MANUFACTURING METHOD THEREOF,

AND SUBMOUNT MANUFACTURING
METHOD

TECHNICAL FIELD

The present disclosure relates to a semiconductor laser
device that uses a single crystal silicon carbide (SiC) as a
submount.

BACKGROUND

A member with superior heat dissipation is favorably used
as a submount of a semiconductor laser device (Japanese
Patent Application Laid-open No. 2008-135629). Known
examples of a member with superior heat dissipation include
a single crystal SiC.

However, a plurality of pieces for submounts that are cut
out from a single crystal SiC wafer include those having a
hollow pipe-like defect referred to as a micropipe. When a
micropipe is penetrated by a conductive member such as
solder material, the insulating property of the single crystal
SiC is destroyed and a semiconductor laser device using such
a single crystal SiC becomes a defective product.

SUMMARY

In consideration thereof, an object of one embodiment is to
provide a semiconductor laser device using a single crystal
SiC whose yield is improved by suppressing a decline in
insulating property that is attributable to micropipes as a
submount, a method of manufacturing the semiconductor
laser device, and a method of manufacturing the submount.

According to one embodiment, a semiconductor laser
device including: an insulating single crystal SiC having a
first surface, a second surface, and micropipes having open-
ings in the first surface and the second surface; a conductive
base provided on a side of the first surface of the single crystal
SiC; a semiconductor laser element provided on a side of the
second surface of the single crystal SiC; and an insulating
member disposed in the micropipes.

BRIEF DESCRIPTION OF THE DRAWINGS

FIGS. 1A and 1B are schematic diagrams showing a gen-
eral configuration of a semiconductor laser device according
to an embodiment, wherein FIG. 1A is a perspective view and
FIG. 1B is a cross section taken along A-A in FIG. 1A (a
cutaway view from a semiconductor laser element 30 to a
base 20 along a short direction of the semiconductor laser
element 30);

FIGS. 2A, 2B, 2C, 2D, and 2E are schematic diagrams
showing an example of a method of manufacturing a sub-
mount according to an embodiment; and

FIGS. 3A and 3B are schematic diagrams showing an
example of a method of manufacturing a semiconductor laser
device according to an embodiment which uses a submount
formed by steps shown above.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

FIGS. 1A and 1B are schematic diagrams showing a gen-
eral configuration of a semiconductor laser device according
to an embodiment. FIG. 1A is a perspective view and FIG. 1B
is a cross section taken along A-A in FIG. 1A (a cutaway view
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2

from a semiconductor laser element 30 to a base 20 along a
short direction of the semiconductor laser element 30).

As shown in FIGS. 1A and 1B, a semiconductor laser
device 1 according to an embodiment includes: an insulating
single crystal SiC 10 having a first surface 11, a second
surface 12, and micropipes 15 having openings in the first
surface 11 and the second surface 12; a conductive base 20
provided on a side of the first surface 11 of the single crystal
SiC 10; a semiconductor laser element 30 provided on a side
of the second surface 12 of the single crystal SiC 10; and an
insulating member 40a disposed in the micropipes 15.

The single crystal SiC 10 can be used as a submount. The
submount is, for example, a member that is provided between
the base 20 and the semiconductor laser element 30. Since the
single crystal SiC 10 has superior heat dissipation as
described earlier, the single crystal SiC 10 can be particularly
favorably used as a submount of a semiconductor laser device
using a high-output semiconductor laser element that gener-
ates a large amount of heat.

As an example of the single crystal SiC 10, an insulating
single crystal SiC is used which has sufficient resistance to
prevent a conductive part (for example, a base) that is pro-
vided on one surface thereof and a conductive part (for
example, a semiconductor laser element) that is provided on
the other surface thereof, from leaking. A single crystal SiC
with specific resistance that equals or exceeds 1x10” Q-cm
may be used.

A shape of the single crystal SiC 10 is not particularly
limited. Examples of the shape of the single crystal SiC 10
include a cuboid and a triangular prism.

A thickness of the single crystal SiC 10 is not particularly
limited. However, for example, the thickness of the single
crystal SiC 10 may be set to 100 um or more since the single
crystal SiC 10 is subjected to a load due to a difference in
thermal expansion coefficients when the single crystal SiC 10
is bonded with the semiconductor laser element 30 and the
base 20 and from the perspective of easiness of handling
during manufacturing processes. In addition, by setting the
thickness of the single crystal SiC 10 so as to exceed the
thickness of the semiconductor laser element 30, heat from
the semiconductor laser element 30 can be radiated in an
efficient manner.

Moreover, when the thickness of the single crystal SiC 10
is equal to or less than 400 um, since a distance between the
first surface 11 and the second surface 12 of the single crystal
SiC 10 is short, the insulating property is easily destroyed
once a conductive member penetrates into the micropipes 15.
Therefore, yield of a conventional semiconductor laser device
using the single crystal SiC 10 with a thickness of 400 um or
less as a submount is not always favorable. However, accord-
ing to the present embodiment, since the insulating property
of the single crystal SiC 10 improves due to the insulating
member 40a disposed in the micropipes 15, the yield of a
semiconductor laser device using the single crystal SiC 10
with a thickness of 400 um or less as a submount can be
improved.

The micropipes 15 are mainly hollow pipe-like defects that
extend in a crystal growth direction (a direction perpendicular
to a C surface of a crystal) of the single crystal SiC 10.
However, not all micropipes extend in a constant direction,
and there may be micropipes that extend diagonally with
respect to the C surface.

The micropipes 15 include micropipes that penetrate and
micropipes that do not penetrate the single crystal SiC 10.
Micropipes that do not penetrate the single crystal SiC 10
have openings in at least one of the first surface 11 and the
second surface 12 of the single crystal SiC 10 in a similar
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manner to micropipes that penetrate the single crystal SiC 10.
However, the micropipes 15 that penetrate the single crystal
SiC 10 have openings in both of the first surface 11 and the
second surface 12 of the single crystal SiC 10. Moreover,
while the insulating member 40a¢ is disposed in the
micropipes 15 that penetrate the single crystal SiC 10, the
insulating member 40a may or may not be disposed in the
micropipes 15 that do not penetrate the single crystal SiC 10.

A diameter of the micropipes 15 ranges from, for example,
around 0.1 um to 100 um. The present embodiment can be
applied to the micropipes 15 having various diameters. How-
ever, a conductive member (bonding members 50a and 505)
such as solder is provided on at least one of the first surface 11
and the second surface 12 of the single crystal SiC 10, and
such a member conceivably penetrates into the micropipes 15
due to a capillary phenomenon. Therefore, the present
embodiment can be particularly favorably applied to the
micropipes 15 with a small diameter which is more affected
by a capillary phenomenon. Specifically, the present embodi-
ment can be particularly favorably applied to the micropipes
15 with a diameter ranging from around 0.1 pm to 30 pm.

According to the present embodiment, even if a plurality of
pieces for submounts that are cut out from a single crystal SiC
wafer include a large number of those having a hollow pipe-
like defect referred to as a micropipe (for example, included
in a proportion of around 50%), since the insulating property
of the single crystal SiC 10 is improved by the insulating
member 40a disposed in the micropipes 15, the yield of a
semiconductor laser device using the single crystal SiC 10 as
a submount can be improved.

The base 20 can be provided on the side of the first surface
11 of the single crystal SiC 10. A conductive member such as
copper, iron, and alloys thereof can be used for the base 20 so
as to enable heat generated by the semiconductor laser ele-
ment 30 to be released in an efficient manner.

When providing the base 20 on the side of the first surface
11 of the single crystal SiC 10, for example, the bonding
member 504 that bonds the base 20 and the first surface 11 to
each other can be used. A conductive member such as a solder
material or a silver paste is used as the bonding member 50a
so as to enable heat generated by the semiconductor laser
element 30 to be released in an efficient manner.

The semiconductor laser element 30 can be provided on the
side of the second surface 12 of the single crystal SiC 10.

When providing the semiconductor laser element 30 on the
side of the second surface 12 of the single crystal SiC 10, for
example, a metal layer 60 made of titanium, nickel, palla-
dium, platinum, gold, and/or copper is provided on the second
surface 12 of the single crystal SiC 10 and the semiconductor
laser element 30 is mounted on the metal layer 60. While the
semiconductor laser element 30 can be mounted by bonding
using a bonding member (examples: a solder material such as
AuSn, aconductive adhesive such as silver paste, and a metal-
lic bump such as a gold bump), FIG. 1B shows a mode in
which the semiconductor laser element 30 is mounted using
the bonding member 505 as an example. Moreover, when
using a member with high fluidity such as solder as the bond-
ing member, it is conceivable that the conductive material can
also readily penetrate into the micropipes 15 from the second
surface 12. Therefore, in such a case, the insulating member
40a is favorably provided from one end to another end in the
micropipes 15.

Various semiconductor laser elements such as GaN-based
or GaAs-based semiconductor laser elements can be used as
the semiconductor laser element 30. However, a difference in
thermal expansion coefficients between GaN and the single
crystal SiC 10 is small, and a GaN based semiconductor laser
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has a higher drive voltage than a GaAs based semiconductor
laser and generates heat more readily. Therefore, the present
embodiment which uses the single crystal SiC 10 with high
heat dissipation as a submount is suitable for a semiconductor
laser device using a GaN semiconductor laser element. More-
over, in order to secure superior heat dissipation, the semi-
conductor laser element 30 is favorably mounted in an area
where the insulating member 40aq is not disposed.

In addition to low-output (for example, equal to or lower
than 0.5 W) semiconductor laser elements, high-output (for
example, equal to or higher than 1 W and more particularly
equal to or higher than 3.5 W) semiconductor laser elements
can be used as the semiconductor laser element 30. Since a
high-output semiconductor laser element generates more heat
than a low-output semiconductor laser element, the present
embodiment which uses the single crystal SiC 10 with high
heat dissipation as a submount is suitable for a semiconductor
laser device using a high-output semiconductor laser element.

The insulating member 40q is disposed in the micropipes
15. Accordingly, since conductive members such as the bond-
ing members 50a and 505 are less likely to penetrate into the
micropipes 15 from the side of the first surface 11 or the side
of the second surface 12 of the single crystal SiC 10, the
insulating property of the single crystal SiC 10 is improved.

Moreover, the closer the conductive member on the side of
the first surface 11 and the conductive member on the side of
the second surface 12 are to each other, the more easily an
insulation breakdown of the single crystal SiC 10 occurs. An
insulation breakdown may occur not only when the conduc-
tive member on the side of the first surface 11 and the con-
ductive member on the side of the second surface 12 are
connected to each other, but also when the conductive mem-
ber on the side of the first surface 11 and the conductive
member on the side of the second surface 12 are separated
from but close to each other. Accordingly, the inside of the
micropipes 15 is favorably completely filled in a gapless
manner by the insulating member 40a so as to eliminate space
that allows penetration of a conductive member such as the
bonding members 50a and 505.

However, even if a gap exists, the conductive member on
the side of the first surface 11 and the conductive member on
the side of the second surface 12 can be prevented from
penetrating deeply into the micropipes 15 as long as the
insulating member 40q is present. Therefore, the conductive
member on the side of the first surface 11 and the conductive
member on the side of the second surface 12 are more sepa-
rated from each other as compared to a case where the insu-
lating member 40q is not provided.

Accordingly, even in a case where the inside of the
micropipes 15 is not completely filled by the insulating mem-
ber 40q and a gap is present (for example, when there are gaps
in around 80% to 90% of a capacity of the micropipes 15), the
insulating property of the single crystal SiC 10 can be
improved. When a gap is present, the insulating member 40a
is favorably provided with a gap from the side of the first
surface 11 to the side of the second surface 12 of the
micropipes 15 (the insulating member 40q is distributed from
one end to the other end of the micropipes 15). Accordingly,
the conductive members can be prevented from deeply pen-
etrating into the micropipes 15.

Moreover, for example, an insulation breakdown test per-
formed by respectively providing conductive members on
both surfaces of a single crystal SiC with a thickness of
approximately 200 um and a measurement of a voltage where
an insulation breakdown occurs and a distance between one
conductive member and the other conductive member
revealed a correlation between the two and confirmed that
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insulation breakdown voltage tends to decline as the distance
between conductive members decreases. This tendency was
confirmed by plotting a relationship between insulation
breakdown voltage and distances between conductive mem-
bers for a plurality of samples on a graph representing insu-
lation breakdown voltage on an abscissa and the distance
between conductive members on an ordinate. Specifically,
distances between conductive members were plotted on the
graph described above for insulation breakdown voltages of
500V, 700V, 800V, 900V, and 1000V, and a linear approxi-
mation line was drawn using a median of the distance
between conductive members for each insulation breakdown
voltage.

From the graph, the insulation breakdown voltage can con-
ceivably be set to 250 V or higher if the distance between
conductive members is 15 um or more. However, since the
insulation breakdown voltage is favorably set to 250 V or
higher, the insulating member 40a that enables a distance
between conductive members of 15 um or more to be secured
is favorably provided to obtain further superior insulating
property. In addition, it is expected from the graph described
above that an insulation breakdown does not occur until 500
V if the distance between conductive members is 30 um or
more. However, in a more favorable mode, in order to secure
an insulation breakdown voltage of 500 V so as to increase
withstand voltage of the single crystal SiC 10, the distance
between conductive members is set to 30 um or more, in
which range it is expected that an insulation breakdown volt-
age of 500 V can be secured.

In this case, an insulation breakdown voltage is a voltage
where a current suddenly starts to flow when voltage is
increased in stages. In addition, the distance between conduc-
tive members refers to a shortest distance between the con-
ductive member on the side of one surface and the conductive
member on the side of the other surface. Since the shortest
distance between the conductive members is reduced when a
part of at least any one of the conductive member on the side
of one surface and the conductive member on the side of the
other surface penetrates into a micropipe, the shortest dis-
tance between the conductive members can be typically
obtained by measuring a distance between conductive mem-
bers in the micropipe. For example, the distance between
conductive members can be measured by an X-ray photo-
graph taken from a sidewise direction of a single crystal SiC.

When heat dissipation of the insulating member 40q is
lower than that of the single crystal SiC 10, the first surface 11
and/or second surface 12 of the single crystal SiC 10 favor-
ably has an area where the insulating member 40q is not
disposed and, more favorably, an entire area of the first sur-
face 11 and/or second surface 12 of the single crystal SiC 10
is an area where the insulating member 40aq is not disposed.
As aresult, heat dissipation of the semiconductor laser device
1 can be improved.

Moreover, among the first surface 11 and the second sur-
face 12 of the single crystal SiC 10, since the second surface
12 is the surface on which the semiconductor laser element 30
is provided, heat stagnation is more likely to occur than on the
side of the first surface 11 that is the surface on which the base
20 is provided. Therefore, when there is a difference in
amounts of the insulating member 40a between one surface
and the other surface of the single crystal SiC 10, the surface
with a greater amount of the insulating member 404 is favor-
ably set as the first surface 11 that is the surface on which the
base 20 is provided and the surface with a smaller amount of
the insulating member 40q is favorably set as the second
surface 12 that is the surface on which the semiconductor
laser element 30 is provided.
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A member made of an insulating material such as silicon
oxide (Si0,) or aluminum oxide (Al,O;) is used as the insu-
lating member 40a. Alternatively, an insulating material such
as silicon resin or epoxy resin may be used. When using a
resin, a thermosetting resin is favorably used so as to prevent
the resin from being melted by heat when the single crystal
SiC 10 is bonded to the base 20 or the semiconductor laser
element 30. In addition, since the higher the output of the
semiconductor laser element 30, the more readily dust accu-
mulation due to laser light occurs when using an organic
substance, an inorganic substance such as SiO2 is favorably
used to prevent dust accumulation.

As described above, according to the present embodiment,
since the insulating member 40q is disposed in the micropipes
15 of the single crystal SiC 10, the conductive member on the
side of the first surface 11 or the conductive member on the
side of the second surface 12 is prevented from penetrating
into the micropipes 15 and, even if such penetration occurs,
the conductive member on the side of the first surface 11 and
the conductive member on the side of the second surface 12
can be further separated from each other compared to a case
where the insulating member 40q is not provided. Therefore,
according to the present embodiment, the yield of a semicon-
ductor laser device that uses the single crystal SiC 10 as a
submount can be improved by suppressing a decline in insu-
lating property attributable to the micropipes 15.

FIGS. 2A to 2E are schematic diagrams showing an
example of a method of manufacturing a submount according
to the present embodiment. Hereinafter, a description will be
given with reference to FIGS. 2A to 2E.

First, as shown in FIG. 2A, while orienting one surface 13
of the single crystal SiC 10 in a direction that differs from a
side where a jig 100 is present, the other surface 14 of the
single crystal SiC 10 and the jig 100 are oriented so as to face
each other and the insulating single crystal SiC 10 is placed on
the jig 100. The jig 100 is an adsorption table or the like that
is a stand on which the single crystal SiC 10 is placed.

A cavity X is provided in the jig 100 to facilitate adsorption
of the single crystal SiC 10. For example, as shown in FIG.
2A, performing suction by providing the cavity X so that a
depression is formed on the jig 100 and an outer edge of the
single crystal SiC 10 comes into contact with the jig 100
causes pressure in the cavity X to drop. As a result, the single
crystal SiC 10 can be fixed in a stable manner.

Moreover, an opening area of the cavity X can be set to, for
example, around 98% (a proportion based on an area of the
other surface 14) of the single crystal SiC 10. In this case, for
example, around 97% (a proportion based on the area of the
other surface 14) of the single crystal SiC 10 can beused as a
submount. Accordingly, since around 1% (a proportion based
on an area of the other surface 14) of the single crystal SiC 10
is removed without being used (97%=98%-1%: both propor-
tions based on the area of the other surface 14), only a portion
that is sufficiently adsorbed is used as a submount.

Next, as shown in FIG. 2B, a fluid object 405 containing an
insulating material is applied to the one surface 13 of the
single crystal SiC 10. For example, a solvent (such as an
organic solvent) in which an insulating material is dissolved
is used as the fluid object 405 (such as spin-on glass).

Next, as shown in FIG. 2C, the other surface 14 of the
single crystal SiC 10 is adsorbed by the jig 100. Accordingly,
the applied fluid object 405 is sucked from the other surface
14 of the single crystal SiC 10 into the micropipes 15. At this
point, suction is favorably performed until the fluid object 405
reaches the other surface 14.

Next, as shown in FIG. 2D, the sucked fluid object 405 is
hardened in the micropipes 15. Thus, the hardened fluid
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object 405 is obtained as the insulating member 40a. For
example, when spin-on glass is used as the fluid object 405,
the fluid object 405 is dried to volatilize the solvent (a part of
the fluid object 405) and baked at a higher temperature than
the drying temperature. Accordingly, pyrolysis of a metal
organic compound starts during the baking, and a metal oxide
(8i02) is formed. In this case, SiO2 is formed in the
micropipes 15 as the insulating member 40a.

Moreover, when a part of the fluid object 405 is volatilized
as described above, the volume of the insulating member 40a
is reduced as compared to the state of the fluid object 405.
Therefore, for example, a state where gaps occupying around
80% to 90% of the capacity of the micropipes 15 exists in the
micropipes 15 instead of a state where the micropipes 15 is
completely filled with the insulating member 40q in a gapless
manner. However, as described earlier, the insulating prop-
erty of the single crystal SiC 10 is improved even in such a
state.

Next, as shown in FIG. 2E, the insulating member 40a (in
other words, the insulating member 40a which is not sucked
into the micropipes 15 and which remains outside of the
micropipes 15) formed on the one surface 13 and/or the other
surface 14 of the single crystal SiC 10 is removed. Accord-
ingly, an area where the insulating member 40q is not formed
is provided on the one surface 13 and/or the other surface 14
of' the single crystal SiC 10. Generally, since heat dissipation
of the insulating member 40q is lower than that of the single
crystal SiC 10, heat dissipation of the semiconductor laser
device 1 is improved by providing such an area where the
insulating member 40q is not formed.

Moreover, when removing a part of the insulating member
40a, the insulating member 40a is to be formed on the one
surface 13 and/or the other surface 14 of the single crystal SiC
10. In this case, the thickness of the insulating member 40a is
favorably setto 1 pm or less. As described earlier, generally,
since heat dissipation of the insulating member 40a is lower
than that of the single crystal SiC 10, heat dissipation of the
semiconductor laser device 1 is improved by adopting such a
configuration.

When removing the insulating member 40a, a method is
favorably used in which the insulating member 404 is pref-
erentially removed (removed at a faster rate) than the single
crystal SiC 10. Accordingly, since the removal of the insulat-
ing member 40a is promoted while removal of the single
crystal SiC 10 is suppressed, only the insulating member 40a
can be removed as much as possible without removing the
single crystal SiC 10.

Examples of such a method include performing wet etch-
ing using a solution by which the insulating member 404 is
more likely to be removed (removed at a greater etching rate)
than the single crystal SiC 10. As such a solution, for example,
when the insulating member 40a is Si02, an alkaline solution
is favorably used. Specifically, a KOH (potassium hydroxide)
solution or a NaOH (sodium hydroxide) solution is favorably
used.

Another example of the method described above involves
performing mechanical polishing using abrasive grains by
which the insulating member 40a is more likely to be
removed (removed at a greater removal rate) than the single
crystal SiC 10. For example, silica (Si02) is favorably used as
the abrasive grains. Using the mechanical polishing, only the
insulating member 40a formed on the one surface 13 and/or
the other surface 14 of the single crystal SiC 10 can be
removed without removing the insulating member 40a
formed in the micropipes 15.

Yet another example of the method described above is
chemical mechanical polishing (CMP) that uses both the
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solution described above and the abrasive grains described
above. Using CMP, since a flatter surface can be obtained, the
base 20, the semiconductor laser element 30, and the like can
be more readily fixed to the one surface 13 and/or the other
surface 14 of the single crystal SiC 10 in a stable manner. In
addition, using CMP, since the removal amount of the single
crystal SiC 10 can be reduced in comparison to mechanical
polishing, film thickness variation of the single crystal SiC 10
can be reduced. Furthermore, since damage due to polishing
can be reduced, adhesion with the bonding members 50a and
505 can be improved.

With the method of manufacturing a submount according
to the present embodiment described above, since the fluid
object 405 to become the insulating member 40q is first
applied to one surface 13 of the single crystal SiC 10 and the
other surface 14 of the single crystal SiC 10 is subsequently
adsorbed by the jig 100, the insulating member 40a can be
accurately formed in the micropipes 15 in a shorter period of
time (around several minutes) as compared to a method of
forming the insulating member 40a in the micropipes 15 by
CVD or thermal oxidation. Therefore, the method of manu-
facturing a submount according to the present embodiment is
suitable for mass production of the semiconductor laser
device 1 according to the present embodiment. In addition,
since the fluid object 404 is fed into the micropipes 15 by
adsorption, even when the micropipes 15 extend in an
inclined direction with respect to a primary surface or the
micropipes 15 bend inside the single crystal SiC 10, the
insulating member 40a can be formed inside the micropipes
15.

Moreover, while the single crystal SiC 10 used in the steps
described above may be in a state after being cut out from a
wafer to be used as a submount, the single crystal SiC 10 is
more favorably in a wafer state prior to being cut. This is
because a wafer state is more suitable for mass production.

A wafer state is also more suitable for the single crystal SiC
10 that is used in the steps described above because a portion
of'the single crystal SiC 10 that comes into contact with the jig
100 (the 2% portion referred to in the description of the first
step) is not adsorbed by the jig 100 and the insulating member
40q is not formed in the micropipes 15 in this portion.

In other words, since performing the steps described above
using the single crystal SiC 10 in a wafer state enables pieces
to beused as submounts to be cut out while excluding an outer
edge portion (the 2% portion referred to in the description of
the first step) which had been in contact with the jig 100, only
an area in which the insulating member 404 is formed can be
used as submounts. A dicing step is favorably performed after
the fourth step described earlier in which the fluid object 405
is hardened. Furthermore, since the fifth step described earlier
can be performed more efficiently in a wafer state than in a
diced state, the dicing step is more favorably performed after
the fifth step.

Moreover, as described above, the present embodiment is
configured so that only a portion that has been sufficiently
sucked is used as submounts by cutting out submounts while
excluding an area created by further adding a margin of 1% to
the outer edge portion (the 2% portion referred to in the
description of the first step) which had been in contact with
the jig 100.

FIGS. 3A and 3B are schematic diagrams showing an
example of a method of manufacturing a semiconductor laser
device according to the present embodiment which uses a
submount formed by the steps described above.

After the steps described earlier, for example, the other
surface 14 of the single crystal SiC 10 which had been
adsorbed by the jig 100 can be used as the second surface 12
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of the single crystal SiC 10 and the semiconductor laser
element 30 can be provided on the side of this surface, and the
one surface 13 of the single crystal SiC 10 on which the fluid
object 405 had been applied can be used as the first surface 11
of'the single crystal SiC 10 and the base 20 can be provided on
the side of this surface.

This can be performed by, for example, as shown in FIG.
3 A, providing the metal layer 60 on the other surface 14 (the
second surface 12) of the single crystal SiC 10, providing the
conductive bonding members 50a and 505 in a solid state on
the other surface 14 (the second surface 12) and the one
surface 13 (the first surface 11) of the single crystal SiC 10,
placing the one surface 13 (the first surface 11) of the single
crystal SiC 10 on the heated base 20, and placing the semi-
conductor laser element 30 on the other surface 14 (the sec-
ond surface 12) of the single crystal SiC 10.

Accordingly, as shown in FIG. 3B, the bonding members
50a and 505 that had been in a solid state are melted by the
heat of the base 20 and the base 20 is bonded to a side of the
one surface 13 (the first surface 11) of the single crystal SiC
10, and, atthe same time of or just before or after the bonding,
the semiconductor laser element 30 is bonded to a side of the
other surface 14 (the second surface 12) of the single crystal
SiC 10.

Therefore, the conductive base 20 is fixed to a side of the
one surface 13 (the first surface 11) of the single crystal SiC
10 and the semiconductor laser element 30 is provided on a
side of the other surface 14 (the second surface 12) of the
single crystal SiC 10.

Moreover, in a departure from the steps described earlier, it
is also possible to use the other surface 14 of the single crystal
SiC 10 which had been adsorbed by the jig 100 as the first
surface 11 ofthe single crystal SiC 10 and provide the base 20
on the side of this surface, and to use the one surface 13 of the
single crystal SiC 10 on which the fluid object 4056 had been
applied as the second surface 12 of the single crystal SiC 10
and provide the semiconductor laser element 30 on the side of
this surface.

However, as shown in FIG. 2D, since the one surface 13 of
the single crystal SiC 10 is a surface on which the fluid object
4054 is applied, the amount of the insulating member 404 tends
to exceed that on the other surface 14 of the single crystal SiC
10 unless the insulating member 40a is appropriately
removed.

Therefore, as described earlier, favorably, the other surface
14 of the single crystal SiC 10 which had been adsorbed by
the jig 100 is used as the second surface 12 of the single
crystal SiC 10 and the one surface 13 of the single crystal SiC
10 on which the fluid object 405 had been applied is used as
the first surface 11 of the single crystal SiC 10.

Accordingly, among the one surface 13 and the other sur-
face 14 of the single crystal SiC 10, the surface with a larger
amount of the insulating member 40q is provided with the
base 20 and the surface with a smaller amount of the insulat-
ing member 40q (including a surface on which the insulating
member 40a is not formed at all) is provided with the semi-
conductor laser element 30.

Moreover, while the single crystal SiC 10 is used as a
submount of the semiconductor laser device 1 in the present
embodiment, the single crystal SiC 10 can also be used in
devices other than a semiconductor laser device such as an
LED device. However, since a semiconductor laser element
differs from an LED element in that an area of a light emitting
region among an area of the entire element is extremely small,
heat tends to concentrate in the light emitting region. There-
fore, higher heat dissipation is demanded. For this reason, a
single crystal SiC that is a material with superior thermal
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conductivity is conceivably particularly suitable as a sub-
mount (heat sink) on which a semiconductor laser element is
mounted.

While an embodiment has been described above, the
descriptions simply relate to one example of the present
invention. The present invention is by no means limited by the
descriptions.

DENOTATION OF REFERENCE NUMERALS

1 semiconductor laser device

10 single crystal SiC (submount)

11 first surface

12 second surface

13 one surface

14 other surface

15 micropipe

20 base

30 semiconductor laser element

40q insulating member

4056 fluid object

50a bonding member

505 bonding member

60 metal layer

100 jig

What is claimed is:

1. A semiconductor laser device, comprising:

an insulating single crystal SiC having a first surface, a
second surface, and micropipes having openings in the
first surface and the second surface;

a conductive base provided on a side of the first surface of
the single crystal SiC;

a semiconductor laser element provided on a side of the
second surface of the single crystal SiC; and

an insulating member disposed in the micropipes, wherein
the insulating member is also disposed on the first sur-
face and the second surface of the single crystal SiC in
addition to inside the micropipes, and an amount of the
insulating member that is disposed on the side of the
second surface of the single crystal SiC is smaller than
an amount of the insulating member that is disposed on
the side of the first surface of the single crystal SiC.

2. The semiconductor laser device according to claim 1,

wherein gaps are provided in the micropipes.

3. A semiconductor laser device comprising:

an insulating single crystal SiC including a first surface, a
second surface, and micropipes having openings in the
first surface and the second surface;

a conductive base provided on the side of the first surface of
the single crystal SiC;

a semiconductor laser element provided on the side of the
second surface of the single crystal SiC;

a first conductive member comprising a first conductive
bonding member provided on the first surface of the
single crystal SiC; and

a second conductive member comprising a second conduc-
tive bonding member provided on the second surface of
the single crystal SiC and that is insulated from the first
conductive member,

wherein a part of at least one of the first conductive member
and the second conductive member penetrates into the
micropipes, and

wherein the micropipes are crystal defects in the single
crystal SiC.

4. The semiconductor laser device according to claim 3,

wherein a distance between the first conductive member and
the second conductive member is at least 15 pm.
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5. The semiconductor laser device according to claim 3,
wherein the first surface and the second surface of the single
crystal SiC are areas in which the insulating member is not
disposed across the entire area.

6. The semiconductor laser device according to claim 3,
wherein the first conductive member and the second conduc-
tive member are insulated from each other so that an insula-
tion breakdown voltage is 250 V or higher.

7. The semiconductor laser device according to claim 6,
wherein a distance between the first conductive member and
the second conductive member is 15 um or more.

8. The semiconductor laser device according to claim 6,
wherein a thickness of the single crystal SiC is atleast 100 pm
and no more than 400 um.

9. The semiconductor laser device according to claim 6,
wherein a specific resistance of the single crystal SiC is at
least 1x107 Q-cm.
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